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Rack Light - Universal Mount

Fitting GripSport Rack Light to the follwing examples:

1. An Old GripSport Down Hill rack.

2. A flat surface of motor bike rack, 4WD rear bar,
ute canopy, jerry can holder, swing arm, or similar.
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1. GripSport Down Hill Rack (ca. 2008-2014) - retrofit upgrade. gripsport

a) Drill holes according the hole pattern detailed below.
b) Fix Mounting Bracket using M8 Bolts, Washers and Nyloc Nuts.
c) Insert Mounting Arms into Mounting Bracket and tighten Clamp Bolts.

Installed View

Installed View underside view

GripSport Down Hill Rack

(lb) M8 fixings
installed and Nyloc
Nuts tightened.

(c) Tighten Clamp

Bolts to secure

Installation Detail Mounting Arms.
underside view

(a) Hole Pattern - Drill for M8 bolts
(use 8.5mm else 8.0mm drill bit)

2. Securing to a flat surface - follow similar method outlined above.

3. Securing fo a 30x30 SHS horizontal member.
a) Arrange Square U-Bolts over (else under) 30x30 SHS horizontal member as shown.
b) Fix Mounting Bracket using M8 Square U-Bolts, Plate and Nuts.

c) Insert Mounting Arms into Mounting Bracket and fighten Clamp Bolfs.

Installed View
Other branded bike rack

Installed View
underside view

(a) Square U-Bolts
positioned.

Nuts fitted and
tightened.

(c) Tighten Clamp
Installation Detail Installation Detail Bolts to secure
Exploded view underside view Mounting Arms.

(b) M8 Plate and
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